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JHM B7-RS4 Stage 1 Supercharger Kit Installation Instructions 

Fits all North American B7-RS4s with the 4.2L FSI 32v V8 
 

These instructions were written on a 2007 B7-RS4. When disassembling the car, be sure to keep and mark all 
fasteners so they can be reused.   Fasteners that are not reused for reinstallation are noted in the instructions.  
These instructions assume that you have moderate mechanical skills, moderate fabrication skills, familiarity 
with automobile Air Conditioning systems, and several varieties of the tools listed. If you have any questions 
about the installation, feel free to contact us at sales@jhmotorsports.com or by phone at (209) 968-0077. 

 

Contents of package 
 
See pull sheet. 
 

Recommended tools 

Hex Sockets or Wrenches:  
- 10mm, 13mm, 19mm 

Torx Bits:  
- T-20, T-25, T-30 

Allen:  
- 4mm, 5mm, 6mm, 8mm 

Miscellaneous: 
- Large/wideblade flathead screwdriver 
- Small Prybars 
- Pic, 90 degree 
- M10 triple square socket 
- Heavy duty clippers or rubber hose cutters 

 
Additionally, tools are mentioned on each step as used.  Note: You can substitute similar tools in some cases 
and some of the bolt heads we mention may be slightly different on your car due to replacement bolts used 
during prior work. 
 
**IMPORTANT**: PRIOR TO BEGINNING THE INSTALLATION TAKE YOUR CAR TO AN APPROVED AC SHOP TO 
DRAIN THE R134a REFRIGERANT FROM YOUR AC SYSTEM IN ACCORDANCE WITH LOCAL AND FEDERAL 
LAWS.  
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Instructions  
 
**Before disassembling the car, lift the vehicle using a four post lift or jack stands.  Make sure the car is 
secure. ** 
 

1. Check for codes to make sure there are no faults BEFORE installing the JHM Supercharger kit. 
 

2. Disconnect the battery ground or negative. Battery is located in the trunk. (.) 
 

 
 

3. Using a wide flat blade screwdriver remove the splash shield/belly pan underneath the car.  (if you 
still have one). This is done with a large, flathead screwdriver. 

  

 
 

4. Remove front bumper and headlights. 
a. Remove the bumper cover first. Start by removing 4x T-25 Torx screws (2 on each side) for 

the inner fender liner where it attaches to the bumper.  Remove 4x 10mm head nuts (2 on 
each side) that attach the fender to the bumper cover. Remove 3 x T-30 Torx bolts on the 
top of the grille where it attaches to the core support.  Loosen but don’t remove the 2 
plastic holding bolts (shown with arrows in the picture below attached to the core support 
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and need to be accessed from the top).  They have a T-30 Torx head but sometimes the 
correct sized long shaft flat blade screwdriver sneaks down in there easier to loosen them 
to allow the bumper cover to be pulled off.   

b. The bumper will now come free and now you will need to unplug 2 electrical connectors on 
the driver’s side and the headlight washer hose. The washer fluid will now be draining out 
so have a drain bucket prepared.  NOTE: It helps to have a second person to support the 
bumper when doing this.   

c. With the bumper removed you now need to remove the passenger side headlight (for 
future supercharger boost hose routing and fitment.  Remove 4 x T-30 Torx bolts, 2 on top 
of the core support, 1 near the radiator and 1 accessed through a hole in the fender. NOTE: 
the hard to access bolt can sometimes be loosened with the same flat blade screwdriver 
used for the plastic holding bolts.  Once the headlight is unbolted, unplugged and removed 
you can now remove the core support.  If you want the ease of access you can remove the 
driver’s headlight as well, or if you are concerned about damaging it when removing the 
core support it is a good idea to remove this headlight now.   
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5. Drain Coolant into a container. You can drain most of the coolant in the car by removing the 5mm 
drain plug located on the coolant pipe that runs along the lower front of the motor. 
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6. Remove both the driver and passenger auxiliary radiator shrouds (4 x T30 Torx). NOTE: the 

passenger shroud will no longer be reused and can be set aside or discarded. 
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7. Remove the smaller shrouds from both sides of the main radiator (4x T20 Torx, 2 on each side). 
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8. Disconnect upper, lower, and the one small side radiator hose.  
a. NOTE: there is no twisting possible in the disconnection of the upper radiator hose due to 

the hose being keyed to the radiator. You simply need to remove the clip and pull outward 
toward the engine block in one smooth motion.  If you have stubborn hoses you may need 
to wiggle and pry carefully with 2 pry pars or large screwdrivers evenly on both sides while 
being careful not to snap the radiator itself.   

b. NOTE: there is a lip on the radiator that the clip latches onto so be careful not to pry on the 
lip itself and make sure you only pry on the hose. The lower radiator hose and side radiator 
hose may need the seal broken with a 90 degree blunt pick as this hose is a more traditional 
radiator hose and is not keyed to the radiator.  
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9. Now unplug the airbag sensors located on the front core support on either sides of the car. NOTE: 
these connectors are very delicate and require close attention when disconnecting 
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10. Unplug the 3 connectors from the fan control module and leave module connected to the bumper 
support.  

 

 
 

11. Unplug the horns that are located on either side of the front core support. 
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12. Unbolt the front bumper brace (2x M10 Triple square). 
 

  
 

 
 

13. Make sure the A/C was drained with an approved R-134 extractor as noted at the top of these 
instructions.  

a. **NOTE: The B7-RS4 pictured in these instructions has the JHM Oil Cooler Line Upgrade and 
-12AN Conversion Kit installed.  The oil cooler lines pictured may look slightly different than 
the stock lines on your RS4** 
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14. Disconnect the 2 power steering cooler lines located on the lower driver’s side of the front core 
support. These one-time use clamps can be pried open with a pick and thrown away. We supply 2 
new 8-16 hose clamps with our cooler kit to use in this location.  

a. Have a container ready to catch power steering fluid. 
 

 
 

15. Remove the power steering cooler from the core support (5x 10mm Hex nuts). 
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**NOTE: The B7-RS4 pictured in these instructions has the JHM Oil Cooler Line Upgrade and -12AN Conversion 
Kit so the oil cooler lines pictured may look slightly different than the stock lines on your RS4** 
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16. Disconnect the A/C lines from both sides of the A/C condenser (2x T-30 Torx bolts).  
a. Be careful not to damage the A/C O-rings since they we will be reused. 
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17. Disconnect the oil cooler lines from the block on the lower passenger side of the car or at the oil 
cooler itself. We have found it to be a lot easier to disconnect them from the block as long as you 
are cautious not to damage the two O-rings.  Although the oil cooler lines are located high on the oil 
pan, now would be a good time to drain your oil.  If you don’t plan on performing an oil change,  
make sure you verify and top off oil level at the end of this install (2x T-30 Torx bolts). 
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**NOTE: The B7-RS4 pictured in these instructions has the JHM Oil Cooler Line Upgrade and -12AN Conversion 
Kit so the oil cooler lines pictured may look slightly different than the stock lines on your RS4** 
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18. Disconnect the hood release cable. 

 

 
 

19. Disconnect the headlights. 
 

                                                                                                         
 

20. Cut the zip tie holding air bag sensor connector to the driver side fan harness. 
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21. Disconnect the two fan connectors located on the driver side of the car near the power steering 
reservoir. 

 

 
 

22. Disconnect the fan connector at the lower driver side of the front core support. 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

 
 

23. Remove the 2x T-30 Torx bolts that attach the fender to the core support one on each side of the 
car. Also remove the 4x T-30 Torx bolts on the top of the core support.  There are 2 bolts on each 
side. 

 

 
 

 
 

24. Remove the 6x 13mm Hex bolts to remove the core support.  Carefully lift the core support from the 
vehicle placing it aside and making sure it is fully drained of coolant. 
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25. Disconnect MAF sensor connector from the MAF sensor. 
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26. Remove the MAF hose. There are two lines connected to this MAF hose. One of the lines has a one-
time use clamp which you can remove using a strong pick. The other line connecting to the MAF 
hose may require two sets of hands and a couple of picks.  Be careful with this line as it is very prone 
to breaking. See pictures below. 
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27. Disconnect the air injection line and the two vacuum lines that are connected to the stock air box. 
Trace the vacuum lines to the front of the intake manifold and cap off the connection at that 
location. This vacuum line will not be used again. 
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28. Remove the air box from the car by pulling the pin out of the center of the hold down tab. NOTE: 
you may need to separate the two halves of the air box before removing it from the car. 
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29. Remove the breather hose assembly that connects the two valve covers and oil separator together. 
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30. Install the check valve and aluminum C&C machined piece  between the the oil separator and the 
intake manifold. You can do this one of two ways: 

a) Remove the intake manifold completely (this will give you the opportunity to perform a carbon 
cleaning and install our Intake Manifold spacers.  

b) Unbolt the front of the sub-frame while the motor is supported by a jack/screw jack and slowly 
lower the front of the motor down until you can access the back of the intake manifold. 
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14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

   
 

   
 

 
  

31. Remove the passenger side auxiliary radiator. This will not be used after installation of the JHM 
Supercharger Kit. 
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32. Remove the stock air injection pump (SAI or smog pump) along with the line that connects to the air 
injection pipe on the passenger side of the motor. 
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33. Install the supplied air injection cap onto the air injection pipe on the passenger side of the motor. 
Secure this cap with a hose clamp to make sure it does not fall off. 

 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

 
 

34. Remove the stock A/C lines, the receiver drier, and receiver drier holder on the passenger side of 
the car. These lines sit behind and underneath the stock air box.  

a. NOTE: Keep the receiver drier and the smaller of the two A/C lines that insert into the 
firewall. These will all be reused in the Supercharger kit.  

b. Be careful not to damage any A/C  o-rings when you are removing them - they will be 
reused. Keep all AC components clean and free of debris. We recommend keeping the 
receiver drier in a sealed plastic bag. If you are unsure of the condition of your current 
AC compressor now would be a good time to replace it.  

 
 

   
 
 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 
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35. Remove the accessory belt, idler pulley, idler pulley adapter, accessory belt tensioner, and stock 
crank pulley. The belt can be taken off by inserting a 3/8” breaker bar into the tensioner and 
compressing the tensioner down towards the ground. NOTE: Do not throw away the dowel for the 
OEM crank pulley. You will be reusing this dowel when re-installing the JHM Supercharger Crank 
Pulley.. 
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36. Install the supplied JHM 6-rib Supercharger Crank Pulley using the supplied longer bolts.  There are 8 
total 8 x1.25 bolts with a 6mm head.  

a. NOTE: Loctite is recommended when re-installing these bolts. 
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37. If you don’t already have upgraded motor mounts or an upgraded torque mount (both of which we 
recommend for use with our Supercharger Kit, now is a good time to install them.   

a. To remove the stock motor mounts, take off the 4x 13mm (2 per mount).  Lowering or 
removing the aluminum motor mount brackets attached to the sub-frame with 6x 18mm 
head bolts (3 per side), will help tremendously with getting the motor mounts out without 
having to jack up the motor.  NOTE: If you remove those brackets you must support the 
engine by the oil pan with a block of wood to keep the pan protected from damage. 

b. To replace the torque mount… 
 

38. The factory oil cooler is bypassed when installing the JHM Supercharger Kit. The factory oil cooler 
will still stay in place to prevent oil leakage but the coolant will be re-routed because the auxiliary 
radiator on the passenger side of the car has been deleted. 

a. Cap off the two lines coming off of the factory oil cooler using the supplied rubber caps and 
hose clamps. 
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14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

 
 

 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

 

 
 

39. Remove the lower A/C line that travels along the rear of the oil pan. You may have to remove the 
small coolant hose that travels from the water pump to the coolant expansion tank to allow more 
room. Reinstall the supplied JHM A/C line with the new threaded end (NOTE: You will only be 
supplied this piece if if you opted to have JHM modify your AC lines or send you pre-modified 
lines).The AC line is held on by 3x 10mm hex nuts for the holding brackets under the pan and 1x T45 
Torx bolt for the connection to the AC compressor.) Sometimes you have to lower the front of the 
sub-frame to remove this hard line. It bends in a few places so the shape makes it difficult to remove 
from the car. 
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40. Remove the alternator pulley and the pulley spacer located behind the pulley on the alternator 
shaft. They are both secured to the alternator with a 24mm Hex nut.  In order to remove this nut, 
we recommend holding the pulley firmly with a rag by hand and using an air powered impact gun. 
You will need to reuse the stock alternator pulley nut.  

 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 

   
 

41. Now it’s time to clearance the engine bay to make a little room for the Supercharger.  You will be 
clearancing the passenger side of the inner fender and near the passenger side sway bar mount.  
Use the clearancing shown in the picture below as a guide.  After you have finished cutting, make 
sure you bend down the inner edges to keep sharp edges away from the hoses that will eventually 
sit in this space.  A hammer can be helpful in bending back everything around the clearanced areas. 
It is important to make sure that  the blower inlet hose has as much room as possible and does not 
rub.   

a. Be sure to clearance the end of the passenger side frame rail as shown below.  This will 
allow for belt and supercharger mounting bracket clearance. See pictures below for more 
explanation. 
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42. Make sure that you have clearance enough to allow for plenty of space for the supercharger inlet 

hose.  If the inlet hose is   rubbing you will have to remove the supercharger and clearance the area 
further making sure to follow the pictures in the previous step.  The inlet hose shouldn’t touch 
anything and should have at least 0.25 to 0.5 inches clearance from the frame rail, fender, or other 
objects. 

a. NOTE: Make sure to clean and paint the area you have just cut to prevent rust and corrosion 
from forming.  We recommend using paint 

 

 
 

43. If you haven’t done so already, remove the passenger side tire ( x 17mm lug bolts) and inner fender 
liner, (10x T-25 Torx screws and 2x 10mm Hex nuts). 
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44. Remove the 2x T-25 Torx screws holding the inner fender snorkel to the inside of the fender and one 
inside the engine bay.  This part and bolts can be discarded or set aside they are not reused with the 
JHM Supercharger kit. 
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45. Using the provided sheet metal protector, line edges of the fender that the snorkel attached to.  The 
JHM modified AC lines will pass through this hole in the fender and lining the edges will this will 
protect the AC lines from any chafing or rubbing that may lead to leaks. 

 

  
 

46. Now we will be installing the JHM Supercharger Bracket.  Install the largest of the 3 pieces first.  
a. Remove the 2 loosely installed factory alternator bolts. These are 2x 5mm head, 100mm 

long countersunk, stainless Allen bolts.   
b. Remove the 2x 6mm head, 20mm long Allen bolts for lower mount ears to upper oil pan.  
c. Remove the 1x 19mm head, 30mm long hex bolt and washer for bracket to block.  1x 4mm 

head 16mm long counter sunk Allen bolt for bracket to block.) NOTE: Only partially tighten 
all bracket bolts and do not tighten to final torque.  Tighten enough to bottom out but loose 
enough that you can wiggle the bracket up and down at the far end. 
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47. Install the 2nd piece of the 3 piece JHM Supercharge Bracket and the aluminum spacer for the 
bracket. This is done with 3x 8mm Allen bolts and 3x 19mm Hex nuts. 

a. NOTE: Only partially tighten all bracket bolts.  Tighten enough to bottom out the bolts but 
still loose enough so that you can wiggle the bracket up and down from the far end. 
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48. Install final support piece of 3 piece JHM Supercharger bracket. You will have to remove 3 out of the 

4 Torx screws that hold in the OEM belt tensioner bracket. Once those are removed you will be able 
to replace them with the longer Allen head screws that we supply for the lower supercharger 
bracket. 
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49. Now you can go back and torque all the other bolts for the brackets.  
a. Torque the 3x 8mm head Allen bolts and 19mm Hex swedged lock nuts for the 

Supercharger blower brackets and aluminum spacer to 80nm or 60ftlbs.  
b. Torque the 2x 5mm head 100mm long counter sunk Stainless Allen bolts for the alternator 

to 25nm or 19ftlbs 
c. Torque the 2x 6mm head 20mm long Allen bolts for lower mount ears to upper oil pan to 

25nm or 19ftlbs 
d. Torque the 1x 19mm head 30mm long Hex bolt and washer for bracket to block to 80nm or 

60ftlbs. 
e. Torque the 1x 4mm head 16mm long counter sunk Allen bolt for bracket to block to 10nm 

or 8ftlbs. 
 

50. Now install the 4x belt idler pulleys to the 3 piece JHM Supercharger bracket using the bolts and 
centering spacers provided.   

a. Torque the bolts to to 80nm or 60ftlbs.  
b. NOTE: You must use high strength red loctite on these threads.  
c. Also note that the newer idler pulleys provided in your kit will be anodized black. 

 
51. NOTE: The Idler Pulley that is located on the driver’s side lower portion of the bracket requires one 

additional washer (two total), to be installed under the head of the bolt (as seen in the picture 
below). This is the only pulley that requires two washers under the head of the bolt. The pulley still 
requires the spacer to be installed on the bracket side of the bolt. Failure to do so may result in 
damage to the oil to coolant block.  
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52. The remaining 3 pulleys will be installed with one washer and one spacer.  

 

  
 

53. Cut the coolant line that travels from behind the alternator to the smaller connection at the side of 
the main radiator. Use the provided reducer to attach this hose to the smaller hose that attaches to 
the block (located behind alternator). When you install the Supercharger unit make sure this line 
passes in between the frame rail and SC unit, be careful not to pinch the line. See pictures. 
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54. Install JHM Supercharger Head Unit: see pictures below. 
a. Make sure that the engine harness that sits where the SAI Pump was is secured away from 

the backside of the Supercharger unit. 
b. Tape up the SAI Pump electrical connector and secure it out of the way. 
c. Install the JHM Supercharger unit as follows: 

i. Install the 5x 9/16” head Hex head bolts with the lock washers underneath.  Torque 
all bolts to 50nm or 30ft lbs.  You may need to remove the two bottom bolts for the 
Supercharger belt tensioner to install the 5x 9/16” bolts. 

ii. The Supercharger Outlet Hose should have at least ¼” of clearance between it and 
the frame rail. 
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55. Install the alternator pulley. Make sure to remove any factory spacers installed behind the OEM 
alternator pulley. Reuse the OEM 24mm alternator pulley nut. (Loctite recommended) 

 

  
 

 
 

56. Install the Supercharger belt.  Make sure the belt is on straight and even on each pulley.  Using a 
torque wrench to assure proper belt tension and the square ½” drive notch, apply 30ft lbs of torque. 
Once belt tension is at 30ft lbs,  tighten down the 3x 19mm hex head bolts.  

a. **DO NOT OVERTIGHTEN BELT, PREMATURE PULLEY FAILURE WILL OCCUR** 
 



14150 S. Harlan Rd., Lathrop, California 95330 
Office (209) 968-0077 Fax (209) 982-5922 

Visit us on the web at: www.jhmotorsports.com 
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57. Remove the shipping plug from the JHM Supercharger Unit and install the vent plug that is attached 

to the yellow tag wired to Supercharger Unit. 
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58. Check the fluid level using the Supercharger dipstick. Make sure the fluid is at the top of the hash 
marks to confirm proper fill from the factory. 

 

 
 

59. Install the supplied A/C receiver-dryer connections to your factory receiver–dryer.  See pictures 
below for reference. Make sure all o-rings are either new or in good, re-useable condition. ALWAYS 
lubricate all A/C component o-rings with approved A/C oil before installation.  
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60. Mount the receiver-dryer inside the passenger inner fender using the cushion clamps provided. See 
the pictures below. 
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61. Install the JHM modified A/C lines as follows:  
a. The 90 degree line labeled “Line In” installs on the receiver-dryer to the evaporator at the 

firewall. 
b. The 45 degree line labeled “Line Out” installs between the receiver-drier and the hard line 

running underneath the motor.  
c. The smallest JHM modified line will attach to the orifice tube at the evaporator connection 

and go to the passenger side of the condenser. 
 
**WARNING**: AFTER INSTALLING ALL A/C LINES MAKE SURE THEY ARE NOT RUBBING ON ANYTHING 
SHARP THAT MAY WEAR THROUGH THE RUBBER OVER TIME. IF THEY ARE RUBBING, TAKE THE TIME 
TO ISOLATE THEM WITH EXTRA RUBBER OR ZIP TIE THE A/C LINES AWAY FROM THE SHARP EDGE. 
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62. Install the Supercharger inlet boost hose and supplied 80-100 stainless clamp but do not tighten the 
clamp yet.  Make sure the JHM pre-installed anti-collapse spacer is still intact and fitted securely 
inside the hose end where it attaches to the Supercharger.  This can be a tricky installation and may 
require some screwdriver and pick work.  Make sure the hose has at least ¼” clearance between it 
and where the prior clearancing was performed, if not disassemble, remove the Supercharger, and 
clearance more and try again.  

 

  
 

  
 

63. Remove the stock mass airflow (MAF) sensor from the stock MAF adapter and install it in the 
provided JHM Delrin MAF adapter. 
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64. Install the provided MAF harness extender. 
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65. Install the Delrin MAF adapter onto the inlet hose with the provided K&N cone filter attached. In the 

picture we have the MAF facing the motor; you can arrange this however you want but there should 
be no stretching of the MAF wires. The MAF wires need to have slack to accommodate the 
movement of the motor.  

 

 
 

66. Install Supercharger outlet/boost hose and throttle body hose. Use the provided reducer to reduce 
the Supercharger outlet hose to the factory throttle body hose sizing. It is important to make sure 
the hose clamps are installed behind the lip of the reducer to prevent hose blow-off under boost. 
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67. Install the diverter into the SC boost hose and the inlet hose. The nipple for the vacuum hose should 
be facing the front of the motor. See pictures below. 

 

 
 

68. Modify the stock breather hose to fit the JHM breather or spider hose. The breather hose then 
attaches to both valve covers, the oil separator, and then to the JHM provided powder coated 
breather. The powder coated breather then attaches to the JHM provided Y shaped silicone hose. 
See pictures below:  
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69. Install the check valve provided in between the purge valve and the intake manifold. The blue side 
should face the intake manifold. See pictures below. 
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70. Replace your current spark plugs with the provided JHM Supercharger Kit spark plugs for optimal 
performance with our kit.  We recommend replacing them every 30,000 miles for optimal 
performance. Please contact JHM for replacements. Torque the plugs to 35nm or 25ftlbs.  

a. Remove the ignition coils or coil packs by removing the coil pack harnesses.  These require 
the removal of 4x T-20 Torx bolts. 

b. NOTE: Using a small amount of anti-seize on the spark plug threads really helps protect the 
threads in your cylinder heads. 5/8” spark plug socket is needed. 
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71. Trim the core support using the pictures shown below as a guide. It is good a good idea to 
periodically check fitment by mounting the core support on the car. You need to pay close attention 
to the location of the Supercharger pulley while doing this. It is very important that this pulley and 
any other pulley do not contact anything. Remember the motor will move slightly under 
acceleration and deceleration so make sure to trim away enough material to allow for this 
movement.  
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72. Re-install front core support in reverse of how it was removed. 
 

  
 

73. For those with OEM oil cooler lines, use the two smaller rubber clamps and M6 bolts to secure the 
stock oil lines to the bottom of the Supercharger bracket.  
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74. For those with the JHM Oil Cooler Line Upgrade kit, install your lines with the single large clamp at 
the bottom of the bracket as shown below: 
 

 
 

75. Re-install bumper support onto car and tighten securing bolts to specification.  
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76. Route vacuum line provided to diverter valve, underneath the MAF boot, and to the top rear of the 
intake manifold; connect it to the stock capped connection (late B7-RS4s only). If you have an early 
model B7-RS4 your intake manifold will not have a capped nipple at the back of the intake manifold. 
You will have to pull vacuum/boost from the EVAP purge solenoid line before the check valve you 
have already installed. You will then use the ¼”-3/16” reducer fitting and “T” fitting that we provide. 
See pictures.  

a. NOTE: install provided small zip ties on vacuum line connections for good measure. Do not 
tighten any clamps until everything is in its final location. Pictures below:  

 
Top (Early) Bottom (Late) 
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77. Trim the coolant hose you modified earlier and install the provided ¾” plastic elbow. Route this line 

with the elbow under the front core support. Secure with the rubber cushioned clamp provided. See 
pictures below: 
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78. Adjust hoses to clear headlights or any other obstructions. 
 

79. Now it’s time to finally tighten the inlet, throttle body, and any other clamps that are on the silicone 
breather-spider hose setup. 

 

  
 

80. Now that the car is complete and ready to run it is time to charge the A/C system.  JHM 
recommends filling the A/C system with 460 grams of R134A. This is on the high end of the factory 
specified amount to compensate for the extra hose lengths of the receiver-dryer relocation kit. 

 
81. You should now be able to check clearances and start the car. You should be looking for anything 

that may touch the belt. It is a good idea to secure anything that may move with the motion of the 
car. NOTE: see pictures below to get an idea of how to secure obsturctions. 

 
82. Once you are confident that nothing will come in contact with the Supercharger unit, fill all fluids to 

the proper level. NOTE: if the power steering foams up and makes abnormal noise you may need to 
let the car sit after topping it off to let the air bleed out of the system.  
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83. Now it’s time to re-attach the front bumper. You will need to trim your bumper to clear the 
Supercharger pulley.  
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84. Install the plastic filler piece behind the passenger fog light grate to protect the Supercharger from 

any road debris. 
  

 
 

85. Reinstall bumper and headlights in reverse order of removal. Install the supplied fog-light resistors 
into the fog light connectors. This will prevent getting a bulb out code for the fog lamps.  

a. NOTE: If the headlight rubs on the boost hose simply loosen the hose clamps and adjust the 
hose accordingly. 
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86. Trim the rear portion of your OEM air intake snorkel to fit into place like below:  
 

 
 
 
Installation of the JHM B7-RS4 Supercharger Kit is now complete!!!  Now it is time to flash your RS4 with our 
JHM B7-RS4 Supercharger Tune.  Please refer to the email you received from our Sales Department regarding 
your JHM Flash Tuning Server login information and instructions for tuning your RS4. 
 
 
 

 
 

 
 
 

 
 
 
 
 


